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COMPANY PROFILE

CODE OF GOOD PRACTICE
JDS INDUSTRIES was established in 1997 and started trading in the form of a private
company in 2000.
JDS Industries is currently employing all the Technical and Sales personnel that were
employed by Steinmuller, who designed, manufactured and serviced the mining products
(i.e. Rock Breakers, Utility Vehicles, Roofbolters, Feeder Breakers and Chairlift
Systems) since 1985. Our personnel as well as the owner of JDS Industries have ±15
years experience each on the equipment that JDS Industries is marketing.
The Company is situated in the North West Province, in the town of Klerksdorp.
Klerksdorp is well located to allow the company’s products to be distributed to all parts
of the country because Klerksdorp is in a central position and linked to all major routes
and rail links.
The Drawing and Design Department uses the latest computer aided design programs.
With these facilities, JDS can design and build any kind of mining equipment. JDS
welcomes every new specialized equipment problems that our customers present us with
and always meet the challenges with an innovative and open-minded approach. Full
product training is provided on all equipment offered by JDS Industries.

Introduction
JDS is a company who strongly believes in contribution to B-BBEE to ensure an
integrated and coherent socio-economic process to contribute to the economic
transformation of South Africa and bring about both significant increases in the
number of black people that manage, own and control the county’s economy as well
as significant decreases in income inequalities.

The Board of JDS also supports and believe in responsible giving, upliftment and
empowerment of the communities in which they do business.
As such, 51% (Fifty one percent) of JDS is owned by GOLEKANYE
KEALEBOGO (PTY) LTD (meaning: sufficient thank you), which is in return
owned by the JDS MORAFE TRUST (meaning JDS COMMUNITY Trust) and the
JDS THUSA MOSADI TRUST (meaning: JDS HELP WOMEN Trust)
The purpose of the JDS MORAFE TRUST is to give back to the tribal
communities who lives around the mines where JDS delivers their products and
services.
The purpose of the JDS THUSA MOSADI TRUST is to give and contribute to
LIZWE LONKE, women of 28 church groups in and around Klerksdorp and
Potchefstroom, which consists of around 400 women from these congregations
who contribute to ensure the dignified burial of the women in the group and leave
money for the family on the demise any one of them. Their following is growing
consistently and the work they do for women in their communities are transparently
managed and makes a huge difference.
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JDS firmly believes in increasing the number of black people skilled to manage, own
and control enterprises and productive assets and in the development of the skills
needed by previously disadvantaged persons so that equitable representation in all
occupational categories – but with the focus on the industry in which JDS exists and
operates – and levels in the workforce can be achieved so that South Africa’s
economy can be transformed to allow meaningful participation by black people and
to substantially change the racial profile of companies’ owners, managers and skilled
professionals.
It is therefore JDS’ rule to only employ people from the area of the specific main
where an installation or service is required. If such work cannot be done by the
full-time employees of JDS and additional labour needs to be hired for the job. JDS
believes that this will help and empower rural and local communities access economic
opportunities.
Watch JDS’ Instagram for more info: jdsindustries1997
JDS has furthermore established a relationship with local black owned business where
JDS supports these businesses in training (in association with Trustees for the Future
(PTY) Ltd) on business enterprises, general management, financial management
including budgeting and reporting and other skills required to grow a sustainable
enterprise in South Africa.
JDS is a proudly South African company and buys at locally and from “empowering
suppliers” in the areas in which they do business thus supporting their local business
communities and imports will only be done if such product or part is not available in
South Africa.
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LOGISTIC SUPPORT
As conditions vary from client to client, country-to-country, the Company will tailor
design, together with the client, any special requirements taking into account all the
various aspects of the client’s needs and requirements. The Company will make
available personnel to assist with operators and technical support training.
COMPUTER SYSTEMS
Our computer software products are fully Year 2000 compatible.
Software especially installed for the mining industry is:
1.

Quadrem & Quest

2.

CAD Design

SALES AND SERVICE SUPPORT
Managing Director: JDS Industries (49% Ownership)
Mark Richardson
Directors: Golekanye Kealebogo (51% Ownership)
Albert Chupoeng
Mark Richardson
Services Manager
Hennie Kotze
Tel: +27 71 608 8042
Internal Sales
Juanita Mahoney
Spares
sales@jds-karock.co.za
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SERVICE AND PRODUCTS OFFERED

1.

PRIMARY GOODS / SERVICES OFFERED:
Mining Equipment (i.e. Mobile Rock Breaker / Scalers, Stationary Rock
Breakers and Utility Vehicles

2.

SECONDARY GOODS / SERVICES OFFERED:
Mechanical Handling Equipment

3.

After Sales Service (24 Hour on call service)

4.

Spares Sales for all our products

5.

Full maintenance Lease Contracts

6.

General Hydraulic Repairs

7.

Designs and Manufacture of Special Products.

Product Design
Design of all equipment is done on a 3D CAD based system. Using the latest technology
available ensures our products are of the highest quality and accuracy. Designing
equipment in this manner ensures that our products will suit the specifications and needs
of the end user.
Stress Analysis and Dynamic Simulation allows us to ensure all our products will
perform as designed.
QUALITY ASSURANCE

QUALITY OF PRODUCTS AND SERVICE
The Company is committed to the philosophies of quality management to ensure that the
client receives machines and service that are fit for use and manufactured to the client’s
total satisfaction and specifications. The total manufacturing process is controlled by
ISO 9001.

BACK-UP
JDS currently carry ±R700 000.00 worth of stock on all major components, i.e. service
exchange Impact Hammer, Wheel Drives, Transmissions as well as all spares for all the
mining products to give our customer the best service at all times.
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PRODUCT RANGE
1)
2)
3)
4)
5)
6)

Mobile Rockbreaker / Scalers
Stationary Rockbreakers
Utility Vehicles
Maintenance Vehicles
Impact Hammer spares and repairs
General Hydraulic Repairs

THE KAROCK SERIES OF ROCK BREAKING
EQUIPMENT
JDS understands South African conditions in terms of environment, operator skill,
maintenance skill and facilities are vastly different to other parts of the world. This
requires a different design approach with the aim of producing simple robust machines
that are to a great extend stronger than would be deemed necessary overseas. From a
servicing point of view, we design machines so they are easy to service and repair. There
are no hidden components that are difficult to get to.
Interchangeability of parts and components are also shared by various units in the range.
Knowledge of local mining conditions has given us an edge in this field because we can
talk on a practical level to the miner and thereby satisfy his specific needs. When
designing our equipment we use all these philosophies to deliver machinery that has been
proven to be highly efficient, cost effective and reliable.
The KAROCK series covers most applications of rock breaking and to this end we have
two main forms in which equipment is offered: The Stationary Rock Breaker and Mobile
Breaker / Scaler.
These units can be fitted on underground tip layouts as well as rotary, jaw crushers or
ladle cleaners at smelters.
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THE FACTORY
The factory is housed in a very modern facility, with a covered area of 22800sq. meters
under roof, situated in Uraniaville, Klerksdorp.
The factory has a fully equipped:
a)

Machine Shop

b)

N.C. Shop

c)

Fabrication Shop

d)

Fitting and Assembly Shop

e)

Plate Painting and Electro Coating Plant, with a Power Coating Plant

f)

Inspection

g)

Engineering Design Office

NUMBER OF EMPLOYEES
Currently there are 14 employees covering all aspects of engineering, from Management,
Finances, Design, Quality Assurance, Marketing (Sales and After Sales Service).

LABOUR RELATIONS
It is management’s policy to ensure that an open door policy is allowed, thereby
eliminating formal bureaucratic lines. The Company believes in the right of freedom of
association and equal job opportunities for all peoples, irrespective of race, color of
creed.
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STATIONARY ROCK BREAKERS
These units are specially designed to meet
the need for stationary breaking above and
underground. Extremely versatile and
robust these units have been successfully
employed in various divisions of the
mining industry.
With reaches ranging from 4-13 meters,
hammer sizes from 600-13000 joules and
being able to slew from 140 to 360 degrees
there will be a unit in the range to suit
almost any application.
If the unit does not fall into our standard
range we will design one to suit any
application.

Strength
The stationary rock breakers are of a
special heavy duty design, with heavy duty
pedestals, widely spaced bearing centres
on the slew arrangement, high tensile RoqTuf steel booms and generously sized
hydraulic cylinders. This enables hammers
as large as 7000 kg.
Mobility
The use of hydraulically actuated 140-360
deg slewing arrangement, excellent close
and far reach ability with 30 deg forward
and backward hammer tilt enable the
machines to cover the entire tipping area
and increases breaking efficiency and
productivity.
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Safety
The use of low oil and high oil temperature
cut-out helps to protect the hydraulics.
Hydraulic cylinders are fitted with overcentre valve to prevent unit going out of
control in case of a hydraulic failure. Fire
extinguishers, electric phase protection and
a well shielded operating cabin make the
machines very safe to operate in any
conditions.
A full risk assessment is done on all
products we supply.
Ease of Maintenance
The use of universally available fittings
and components, together with a
maintenance friendly design makes the
machine easy to service and keep
downtime to a minimum. Service points
are easy accessible, and the use of
spherical bearings and hardened pins make
re-machining of bushes redundant.
All spares are readily available. Parts
manuals are supplied with all equipment.

10

MOBILE ROCK BREAKER / SCALER
These units are specially designed to meet
the need for mobile breaking and scaling
underground. Extremely versatile and
robust these units have been successfully
employed in various divisions of the
mining industry.
With reaches ranging from 3-6 meters,
scaling height of up to 6 meters and
permanent four wheel drive this unit will
meet most requirements.
Available in single or double boom
configurations.

TECHNICAL SPECIFICATION DATA SHEET
Engine
Transmission
Front Axle
Rear Axle
Hammer
Tyres
Fire suppression system
Hydraulics
Pumps
PDS
DMS
Electric’s
Lights
Circuit Breakers
Main Breaker
Brakes
4 Wheel drive
Boom
Steering
Operations
Slew Cylinder

:
:
:
:
:
:
:
:
:
:
:
:
:
:
:
:
:
:
:
:

Deutz Water cooled BFM1013
Clark, 12000 Series
Hurth
Hurth
From 300 kg. (Scaling)-1000 kg. (Breaking)
12.00 – 20 L5S SD 18 ply
Optional Extra– Mantis or Ansul
JIC 37° – SAE 100 R2
Geared Heavy Duty pump
Optional Extra- Person Detection system
Optional Extra- Drive monitor system
12 / 24 Volt V.D.C
Sealed beams 55 Amps x4 off
15 – 25 Amps
60 Amps
SAHR Brakes
Non slip differential
Single or Double see Drawings
Joystick
Joystick
Optional extra
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GENERAL DIMENSIONS AND MASS
Length MK V Double Boom
Width
Tramming Height
Double Boom
Min: Ground Clearance
Max. Height reach
Double Boom
Mass
Max. Reach of hammer
Double Boom

:
:

7 600 mm
2 500 mm

:

2800 mm
:345 mm

:
:

6 100 mm with 800 kg. hammer
± 9 500 kg

:

5 820 mm
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SUCCESSFUL INSTALLATIONS SINCE 1988
ROSH PINAH – NAMIBIA
3 OFF
CONTACT PERSON: ROELOF COERTZE
(T) 00264 63 274 238

BCL – BOTSWANA
16 OFF
CONTACT PERSON: THOMAS MOKOKA
(T) 00267 262 1200

WAGM – WESTONARIA
14 OFF
CONTACT PERSON: FRANCOIS JOUBERT
(T) 083 321 0419

SMALLER QUANTITIES








ZIMPLATS
NZEZI MINE
PPC LIME
FINSCH
KOFFIEFONTEIN
SIERRA LEONE
ZAMBIA MOPANI COPPER MINE

 WE HAVE ALSO MANUFACTURED AND INSTALLED THE BIGGEST
ROCK BREAKERS IN THE WORLD AT THE FOLLOWING MINES:
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MK 9
Rockbreaker
Sishen

MK9
Rockbreaker
Assmang KEP

MK9
Rockbreaker
Sishen South
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UT 7000

SPECIFICATIONS
Engine:

Water-cooled Deutz Diesel BF4M1013

Transmission:

Clark HR20 000 3-Speed, long drop output

Ratios:

1ST 3,9:1
2ND 2,00:1
,
3RD 0,70:1

Axles:

Axles Hurth 212 / 357

Ratio:

212 / 357

Max speed:

29km per hour forward & reverse

Steering:

Full flow hydraulic power steering (Orbitrol
Valve) 45° both directions

Turning Radius:

Inside: 3 000mm

Brakes:
Service brake

Full GME approved “Failsafe” system
y
activated to all four wheels
Hydraulic
Multi disc – oil immersed
Failsafe spring applied hydraulic release –
caliper on transmission output flange
All three brake systems come into operation
“Mushroom” button switch activation

Park Brake:
Emergency Brakes:

Outside: 5 200mm

Tyres:

35 x 15 x 15 ply underground mining specials

Electrics:
Alternator
Lights
Hooter
Reverse warning

24 V DC
2x Front and Rear (55W)
110 dB
Flashing Light & Hooter
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Operators position:

Speedometer and odometer
Engine temperature gauge
Transmission oil pressure and
Temperature gauge
Sight glass fuel level gauge
Gear change lever
Throttle pedal
Service brake pedal
Park brake button
Stick steer lever
Emergency stop button
Sight glass hydraulic oil level and
p
ggauge
g
Temperature

Mass:
Payload
Empty mass

8 000Kg
± 4 500Kg

Optional extras:

Non slip diff
Hydraulic engine start
Pneumatic/Hydraulic engine start
Exhaust gas purifier and gas diluter
Engine protection
Fire protection
Flame proofing
Crane
Cassette lift apparatus
Full suspension

*Cassette options:

Scissor lift platform
Lubrication/Service
Materials handling
Explosives handling and transporting
Flatbed
Personnel transport
Boom and basket

*These are some examples of what can be done with this system. Purpose designed cassette options can be
specifically designed and built to suite the particular needs of the mine. All these options are available as
dedicated, fixed purpose machines.
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JDS Industries ~ Enquiry

To determine the correct machine to meet your requirements, please complete the form below and we
will contact you directly.
COMPANY AND CONTACT DETAILS :
Company name
Title Mr.

Initials

Surname

Tel :
Fax :
Cell :
e-mail :

DETAILS OF ENQUIRY
1. Type of reef, i.e. gold, copper etc.
2. Rock hardness
Waste tip

MPa

Reef tip

MPa

3. How many tons needs to be tipped per shift / day?
per shift

tons

per day

tons

on grizzley or bin Grizzley
4. Percentage you want to break of the above tonnage? 10% to 20%
5. Size of grizzley or bin? e.g. (300mm x 300mm) or (400 x 400mm)
width (millimetres)
length (millimetres)
6. Size of tip and cubby? Width, length, depth from ground level.
width (metres)
length (metres)
depth (metres)

http://www.jds-karock.co.za/enquiry.htm (1 of 2) [2011/03/30 02:22:58 PM]

%

JDS Industries ~ Enquiry

8. If you have any additional information not requested above, please provide details in the space below.

Based on the above information we can determine the hammer size and breaker that is needed to suit
your requirements.

http://www.jds-karock.co.za/enquiry.htm (2 of 2) [2011/03/30 02:22:58 PM]

This machine is supplied to
Sishen Iron Ore in 2008. This
is the largest pedestal Rock
Breaker in the world.

The structure is 50 ton with a
14m reach. The power pack is
185kw with a flow rate of
440l/min. The distance from the
power pack to the breaker is 65
meter. The hammer is 7 ton @
12 000 joules and the machine
has a bucket attachment.
Optional is an enclosed dust free
power pack with extracting fans.

JDS Industries (Pty) Ltd
P.O Box 1318, Klerksdorp, 2570,
South Africa
Tel & Fax: +27 18 469 9900/1/2
Email: sales@jds‐karock.co.za
Web: www.jds‐karock.co.za

